
CALIFORNIA ImGIONAL I,ATEI, QUALITY CONTIWL BOARD
SAN Fl,ANCISCO BAY REGION

ORDER NO. 85-92

IVASTE DISCHAFGE REQUIREMENTS FOR:

TRIANGLE PIIIC, INC.
PITTSBURG, CONTRA COSTA COUNTY

The California Regional \Jater Quality Control Board, San Francisco Bay
Region, (hereinafter called the Board) finds that:

1. Triangle PIVC, Inc., hereinafter called the discharger, submitted a
report of waste discharge dated October 20, 1982.

2. The discharger operates an electroplating facility with a
wastewater treatment and recycle system. The wastewater consists
of process rinse water and cooling water and storm water runoff
from parts of the site. Some undiverted surface runoff from the
site drains to an unnamed ditch on the east side of the facility.
This ditch is tributary to Suisun Bay.

3. IVastewater is treated by pH adjustment followed by polymer
addition to remove metals (mostJ.y iron and zinc). The treated
water is stored in a rubber lined concrete reuse water pond before
returning to the process. The sludge produced is classified as a
hazardous waste primarily because of its high zinc concentration
and is produced at a rate of about 2 to 3 cubic yards per day. This
waste is stored in a concrete basin for two to three weeks and
then hauled away. The basin is equipped with a drain which drains
water from the basin to the pH treatment pond. The discharger is
registered as a hazardous waste generator.

4. The pH treatment pond and the reuse water pond are exempt from
regulation under Title 22, Chapter 3, Subchapter 15 of the
California Administrat.1 ve Code by Section 2511( .i ) of these
regulations. However, the pH treatment pond is a potential threat
to water quality because it may allow leakage of high pH, iron,
and zinc into underlying soils.

5. The sludge storage basin is classified as a Class I waste pile for
hazardous waste storage. The existing basin does not meet the
construction specifications in Subchapter 15, and there is
insufficient evidence to show that the geologic siting criterion
is met.

6. Prior to construction of the sludge storage basin a year ago, the
sludge had been stored on the ground in an area adjacent to the
basin. The extent of contamination due to this storage is
unknown, and there is no documentation of any clean-up in this
area.
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